	PNW Team 3 Computer Room Trailer Specifications
	06/28/08

	

	GENERAL DESCRIPTION:  
	Cargo Trailer; 8’ wide by 16’ long by 6.5’ high, fully enclosed, dual axle, rear double doors and single RV style front side door.

	Contact Information:
	Doug Parker; 541-941-2392 

Pat Hebb; 541-618-2200 (Contracting)


	DETAILED SPECIFICATIONS
	All specifications are to be considered MINIMUM unless otherwise stated.

	

	1
	Style
	Cargo
	Fully Enclosed

	
	
	Flat / Rounded Front Nose
	NOT V-Nose Style Front

	

	2
	Interior

Dimensions, Minimum
	Length
	16’

	
	
	Width
	8’

	
	
	Center Height
	6.5’

	
	
	Sidewall Height
	6’

	

	3
	Exterior / Overall Dimensions,

Maximum
	Length
	20’

	
	
	Width
	9’

	
	
	Height
	9’

	

	4
	Doors
	All Doors Metal Support Structures

	
	
	Rear
	Lockable Double Door Style

	
	
	
	Opening 7’ height by 6’ wide, Minimum

	
	
	Side
	1 
	Lockable RV Style

	
	
	
	Located in Front Half of Trailer

	
	
	
	Can Be Opened/Closed From Both Inside and Outside

	
	
	
	32” Wide

	

	5
	Exterior Material
	.030” Aluminum
	Smooth

	
	
	Crimped Aluminum Exterior Seams

	6
	Color
	Light Grey / Off White

	

	7
	Frame
	8” Metal I-Beam
	Supports 24” on Center

	
	
	Undercoated

	

	8
	Inside Wall/Ceiling
	Metal Frame (No Wood Support Structure)

	

	9
	Floor, Inside
	3/4” Plywood

	10
	Side Walls, Inside
	3/8” Plywood
	Supports 16” on Center

	

	11
	Roof
	One Piece Aluminum or Galvanized Steel

	

	12
	Warranty
	3 Year Minimum
	Unlimited Mileage

	

	13
	Brakes
	Electric on All Hubs
	12-Volt Breakaway Switch

	

	14
	Connector
	7-Way Round

	15
	Battery
	Charger

	
	
	Outside Front Tongue

	
	
	Utilized to Power Dome and Load Lights at a Minimum

	

	16
	Tail Lights
	LED

	17
	Clearance Lights
	Front, Rear, and Side

	

	18
	Aero Flow Vents
	2 
	Inside

	19
	Roof Vent
	14” by 14”
	Metal Support Reinforced

	

	20
	Inside Rope Ties
	4 Floor Mounted
	Surface Mounted / 2 Each Side

	
	
	4 Wall Mounted
	2 Each Side

	

	21
	Inside Dome Lights
	3 
	12-Volt
	Inside Switch

	22
	Outside Load Lights
	2  
	12-Volt
	Rear with Outside Switch

	
	
	1 
	12-Volt
	Side with Outside Switch

	

	23
	Exterior Stone Guards
	24” Front / Bottom
	ATP (Aluminum Tread Plate)

	
	
	6" Side Bottom
	ATP (Aluminum Tread Plate)

	

	24
	Stabilizer Jacks
	4
	Each Outside Corner

	

	25
	Axles
	Dual

	
	
	Torsion

	
	
	20 Degree Drop Axles

	
	
	Easy Lube Hubs with Grease Caps

	26
	Hitch Weight,

Maximum
	265 lbs.

	27
	Ball Size (Required)
	2 5/16”
	Lock Ball Coupler

	28
	Platform Height, Maximum
	21”

	29
	G.V.W.R.

(Gross Vehicle Weight Rating)  
	7,000 lbs.

	30
	Curb Weight, Maximum
	2,600 lbs.

	31
	Payload Capacity, Minimum
	4,000 lbs.

	

	32
	Fenders
	Metal on All Wheels

	

	33
	Tires, Minimum
	Radial
	15”

	34
	Spare Tire
	1
	Mounted

	35
	Wheels
	E-Coated

	
	
	Powder-Coated 

	

	36
	Other
	D.O.T. Safety Chains with Hooks

	
	
	Door Hold Backs on all Doors

	
	
	License Plate Holder with Built-In Light

	
	
	Fully Weather / Water Proof

	

	37
	Availability
	Delivered to BLM Medford District Office

OR

Available for Pickup within 20 miles of BLM Medford District Office

Medford District Office; 3040 Biddle Road; Medford, OR  97530; 541-618-2200
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CONSIDER (In Addition To Above Specifications):

	SUGGESTED ADDITION TO PREVIOUS TRAILER SPECIFICATIONS
	COMMENT

	1)  Factory Installed Insulation
	A Non-Insulated Trailer is difficult to maintain proper heat/cool temperature environment.

	2) Additional Outside 12 Volt (w/ Override On/Off Switch) on Front of Trailer and Non-Door Side)
	More Outside Lights the Better.  Makes it easier to work outside and safer for people moving past the trailer in a fire camp situation.

	3) ALL Outside 12 Volt Lights be Equipped w Override On/Off Switches
	Maintaining Battery Life can be difficult.  Many times the inside trailer lights are needed but the outside trailer lights are not.

	4) Factory Installed 2-12 Volt Deep Cycle “Car” Batteries
	This will make it easier to maintain battery life for multiple days without having to continuously charge battery.

	5) Bias Ply Tires
	Trailer came w/ Radial Tires.  Due to weight in the trailer and trailer side to side sway, Bias Ply Tires were installed after market.  This improved trailer towing.
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