Incident GPS Codes 

Suggested codes for waypoints captured with GPS on fires.  The objective for these codes is to enable the clear and efficient communication of location information on a fire.  The codes are designed to be as short as possible to reduce effort and confusion in the field.

AS
Accident Site
CA 
Camp 

BR
Bridge
DB
Division Break

DP
Drop Point

DL
Dozer Line (may or may not be fire line)

FL
Fire Line (B – Blasted, D – Dozer, H – Hand)

FO
Fire Origin 

GT
Gate 

HA
Hazard (M – Mine shaft, S – Snag, W – Well)

HB
Heli Base

HS
Heli Spot

IC
ICP

IR
Infrared hot spot

MP 
Mile Post


MV
Medivac site

OP
Observation Point

PR
Protected resource

RH
Rehab site (F- Fence, R – Road, W – Water bar)

RJ
Road Junction
RS
Radio Site
SA
Staging Area

SC
Stream Crossing 

SF
Spot Fire 

ST
Structure

SZ
Safety Zone 

WS
Water Source (H – Helicopter, F – Folding tank, P – Pump, T – Tender)

Any of these codes would have a number suffix to identify specific locations 

i.e. 
DP25 = Drop Point 25



SZ4 = Safety Zone 4



DBXY = X–Y Division Break

For specifics on different types of locations an additional letter may be added for clarification.

i.e. 
WST = Water Source - Tender



RHF = Rehabilitation - Fence



DLE = Dozer Line - End



HAW = Hazard - well

Prior to collection of points and tracks on the fire the GPS unit should be cleared of previous waypoints and tracks.
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