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Structure Protection Plan Summary
This structure protection plan is for Coyote Fire Incident and was prepared to provide a guide

to actions planned as well as taken under the management of Richard Nieto’s Southwest Area
Incident Management Team 5.  This plan is meant to be a “fluid” document and has been
prepared to identify and mitigate threat to values at risk identified during the Coyote Incident as
well as for future potential incidents. This document is intended to be updated as needed by the
host cooperating agencies.  The structures and values at risk identified and covered in this plan
are located in Eddy County New Mexico, and Culberson County Texas in and adjacent to the
Guadalupe Mountains National Park.

Highway 180 / 62 Corridor, Pine Springs, Salt Flats, Wilderness Area, and Dog Canyon are
all used to quick reference and identify geographic locations of structures and infrastructure with
in the identified protection area of the Coyote Incident. The Guadalupe Mountains National Park
(identified just simply as the “National Park” in the location section) is utilized to identify the
location of structures and infrastructure values at risk within the Guadalupe Mountains National
Park boundaries.

All structural and values at risk data was collected utilizing a data collection software
program called “DoForms” - This program produces structure triage and assessment forms and
has been utilized by the Southwest Area Incident Management Team 5 along with GIS mapping
from the Coyote Incident to prepare this document. Data has been collected from the field to
individually identify structures and values at risk protection needs within the identified Coyote
Incident protection area. This product utilizes a combination of Google Earth, structure pictures,
and structure and value at risk summary data that is entered into a database that can be accessed
remotely through any smart phone, tablet,(regardless of operating systems) or through computer
database in a incident command post. This data includes hazards identified, water source
locations, mitigations needed prior to a wildfire arriving at a designated value at risk, as well as a
timeline for actions that can safely be initiated while a wildfire passes.

A suggested minimum of one qualified TFLD should be assigned to each geographic area or
division listed in this plan to assist with and manage mitigations to identified structures and
values at risk with in the identified protection area. This should be considered or implemented
once identified and established management action points (M.A.P’s) pertinent to the incident are
reached.  Locations of values to be protected are identified by where they geographically fall
closest to on the Coyote Incident divisional boundaries.  Currently, the Coyote Incident is made
up of Division A/D, Division G, Division K, Division T, and Coyote Structure Group. This plan
does not cover the structure protection needs for other areas outside the Coyote Incident
protection area.



Coyote Incident Structure Protection and Values at Risk
Management Objectives:

· Using the risk analysis process which considers identified values at risk and
mitigation efforts, continuously manage risk to responders and to the public.

· Coordinate with cooperators to provide public safety through a variety of
measures, including developing procedures and management action points
for timely implementation of mitigations and closures.

· Provide for firefighter and public safety while maintaining point protection
and mitigation to values at risk where feasible and monitor impacts.

· Provide accurate and timely information to the public through media
releases, public meetings and social media.

· Develop a strategic plan to address potential fire growth emphasizing
mitigations to the identified values at risk and implement that plan as the fire
advances.

· Minimize suppression impacts to cultural, historical, and natural resources
through identification and consultation with cooperators and U.S. Park
Service Resource Advisors.



Locations and Mitigations:

Division A/D (Dog Canyon)

Entity (or group of properties) to be protected- Dog canyon group structures
and campground (assessment #581, 578, 566).

Trigger point for protection- Will be determined by the current management
organization or team’s established MAP’s.

Access- North on U.S. Highway 285 to New Mexico State Highway 137 head south to
the end of the highway where it will turn into Dog Canyon Rd. All Dog Canyon
structures and values at risk are located along the east and west side of Dog Canyon
Rd where it dead ends at Dog Canyon Campground.

Actions Taken:
· Mitigation has occurred around structures and values at risk up to and including

fuels reduction and establishment of defensible space from firing operations.
· All identified structures and values at risk have been visually identified, GPS

mapped, triaged, and where authorized, mitigation work has taken place as
outlined in the individual triage sheets. In addition, all structures have been
categorized utilizing the following assessment factors, access and egress, building
construction, structure positioning, defensible space present, and special hazards
present on site.

· Suggested protection actions and mitigations have been identified for each
structure and outlined in each individual structure’s triage sheet.

· Crews assigned to the geographic area have familiarized themselves with the
identified structures and values at risk and the Management Action Points
(M.A.P.s) established and designated by the management team and fireline
leadership.

Protection actions needed when established M.A.P.s are reached:
· No actions are needed as result of previous teams mitigations ( fired out around

structures) good black exists and will provide adequate protection to all structures
present.



Structure Triage Information
Structure Number: 566
Structure Name: Dog Canyon Campground
SubDivision: Dog Canyon and Hughes Ranch
GPS Location, Lat. 32 0.02748
GPS Location, Long. 104 50.0367
Safety Zone Present: Yes Where is Safety Zone: Black/burned area and numerous areas around campground
Type of Structure: Mixed Use Primary Structures: 2 Outbuildings: 6
Surrounding Fuels: Grass,Shrub Defensible Space: 50-100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Siding Material:
Heat Traps:
Electrical Power: Gas to Structure:
Hazards:
Access to Site:
Best Access From:

Comm with ICP:
Water Source:
Mitigation Time:
Notes: Entrance looking SE (1st pic)

2 residences (2nd pic)
Water source (hydrant)
Internet
Communications radio tower
Fuel and barn facility (3rd pic)

This is a well protected stand alone location. Residents on site.

Collected By: DIVS A/D Collected Date/Time: 05/26/2016 11:50:32
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 578
Structure Name: Hughes Ranch 4680 Highway 137
SubDivision: Hughes Ranch
GPS Location, Lat. 32 6.89496
GPS Location, Long. 104 49.7349
Safety Zone Present: Yes Where is Safety Zone: Grazed areas around ranch
Type of Structure: Mixed Use Primary Structures: 1 Outbuildings: 6
Surrounding Fuels: Grass,Shrub Defensible Space: 50-100 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Composite Siding Material: Wood
Heat Traps: Open Eaves,Wood Deck,Other Receptor
Electrical Power: Overhead Gas to Structure: Aboveground
Hazards: Terrain,Fuels,Owners,Animals,HazMat

Hazard Notes:
Delayed access as entire property fenced in. Fence is standard 3 strand and also areas of 6' high
barbed wire.

Access to Site: T3/4 Engine
Best Access From: Highway 137 / Dog Canyon Road

Comm with ICP:
Water Source: Porta-Tank/Pumpkin
Mitigation Time: 1-2 Hours
Other Resources
Needed to Protect:

Aircraft

Collected By: DIV ALPHA / DELTA Collected Date/Time: 05/28/2016 06:37:24
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 581
Structure Name: Hughes Ranch Compound
SubDivision: Dog Canyon
GPS Location, Lat. 31 5.94204
GPS Location, Long. 104 50.41338
Safety Zone Present: Yes Where is Safety Zone: Large open pastures near south end of ranch compound.
Type of Structure: Mixed Use Primary Structures: 3 Outbuildings: 8
Surrounding Fuels: Grass,Shrub,Timber Defensible Space: 50-100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Vinyl
Heat Traps: Other Receptor
Electrical Power: Overhead Gas to Structure: Aboveground
Hazards: Fuels,Owners,Septic Tank
Hazard Notes: On site fuel storage and LPG tanks present at structures.
Access to Site: T1 Engine
Best Access From: New Mexico State Highway 137

Comm with ICP:
Water Source: Faucet / Hose,Creek
Mitigation Time: 2-3 Hours
Notes: Structures comprise a large ranch compound. There are multiple structures that make up the Hughes Ranch. There are three

primary structures with multiple out buildings and shops.
Collected By: DIV Alpha / Delta Collected Date/Time: 05/28/2016 07:49:01

Photo 1 Photo 2

Photo 3 Photo 4
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Locations and Mitigations:

Division G, (180 / 62 Corridor)

Entity (or group of properties) to be protected- McKittrick Rd structures 551,
549, 548, 547, 529, 527, 512, 511, 509, 508) with misc out buildings all located off
of Mckittrick Rd west of 180/62 corridor. 180/62 structures (550, 546, 544, 543,
537, 536, 534, 531, 528) all located on driveways on west side of highway 180/62.

Trigger point for protection- Will be determined by the current management
organization or team’s established MAP’s.

Access- All structures are located west of state highway 180/62. Structures, 551, 549,
548, 547, 529, 527, 512, 511, 509, 508, all accessed off of driveways off of
McKittrick Rd. Structures 550, 546, 544, 543, 537, 536, 534, 531, 528, all accessed
off of marked driveways off of state highway 180/62.

Actions Taken:
· All identified structures and values at risk have been visually identified, GPS

mapped, triaged, and where authorized mitigation work has taken place as
outlined in the individual triage sheets. In addition, all structures have been
categorized utilizing the following assessment factors, access and egress, building
construction, structure positioning, defensible space present, and special hazards
present on site.

· Suggested protection actions and mitigations have been identified for each
structure and outlined in each individual structure’s triage sheet.

· Crews assigned to the geographic area have familiarized themselves with the
identified structures and values at risk and the Management Action Points
(M.A.P.s) established and designated by the management team and fireline
leadership.

Protection actions needed when established M.A.P.s are reached:
· Recommendation of a minimum of 1 strike team of type 6 engines or greater with

appropriate overhead and 2 water tenders. In addition one type 2 handcrew or
higher qualified crew is recommended if available to provide fuels mitigation  and
defensible space preparation where needed based on the observations and needs
of the assigned overhead in the area.

· Additional public safety resources (law enforcement, highway department) will be
needed to provide for road closures, security, and assist with evacuations if
needed.

· Provide adequate overhead for firefighter safety and management.



Structure Triage Information
Structure Number: 551
Structure Name: Pratt cabin garage
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 59.04024
GPS Location, Long. 104 4.68456
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 1 Outbuildings: 0
Other Type of
Structure:

Historical
Surrounding Fuels: Grass,Shrub,Timber Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Siding Material: Masonry
Heat Traps: Open Eaves,Other Receptor
Electrical Power: None Gas to Structure: None
Hazards: Terrain,Fuels
Access to Site: Handcrew
Best Access From: Trail from visitor center

Comm with ICP:
Water Source: None
Mitigation Time: None Needed
Other Resources
Needed to Protect:

None

Notes: Structure is one of three at Pratt cabin.  Structures wrapped on 5/13/16.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:03
Photo 1 Photo 2



Structure Triage Information
Structure Number: 549
Structure Name: "Blue House"?
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 5.67882
GPS Location, Long. 104 44.84976

Safety Zone Present: Yes Where is Safety Zone:
Meadow in front of house could be used for small crew if needed and
improved with fire.

Type of Structure: Residential Primary Structures: 1 Outbuildings: 2
Surrounding Fuels: Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves,Other Receptor
Electrical Power: Overhead,Underground Gas to Structure: Underground
Hazards:
Hazard Notes: More overhead power lines in area.
Access to Site: T3/4 Engine
Best Access From: Locked gate on McKittrick Canyon road and locked gate on Pratt Drive. 1/4 mile walk from the latter.

Comm with ICP:
Water Source: None
Mitigation Time: Less Than An Hour
Notes: Not much prep but burning around and holding advised. Open eaves on main building need attention.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:00
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 548
Structure Name: Ship in the Desert outbuildings
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 57.49086
GPS Location, Long. 104 45.54948
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Mixed Use Primary Structures: 0 Outbuildings: 4
Surrounding Fuels: Shrub Defensible Space: None
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: Fuels
Hazard Notes: Overhead power lines. Limited turnaround at upper pump house. Propane tank present.
Access to Site: T3/4 Engine
Best Access From: Pratt Drive off of McKittrick Canyon Road.

Comm with ICP:
Water Source: Large Pond
Mitigation Time: Less Than An Hour
Notes: Upper pump house at N. 31•57.758' W. 104•46.214'  some of the outbuildings can be prepped and stand alone.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:01
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 547
Structure Name: Ship in the Desert
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 57.49164
GPS Location, Long. 104 45.55212
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Residential Primary Structures: 1 Outbuildings: 4
Surrounding Fuels: Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Rain Gutters
Electrical Power: Overhead,Underground Gas to Structure: Underground
Hazards: Fuels,Septic Tank

Hazard Notes:
Decadent brush. Heavy loading and continuous. Septic tank present. Propane tank present as well.
A lot of overhead power lines in the area.

Access to Site: T3/4 Engine
Best Access From: Pratt Drive off of McKittrick Canyon Road.

Comm with ICP:
Water Source: Faucet / Hose,Large Pond
Mitigation Time: Less Than An Hour
Notes: Photos of water source and main building.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:02
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 529
Structure Name: McKitrick Canyon Visitor Center
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 0.58644
GPS Location, Long. 104 45.12726
Safety Zone Present: Yes Where is Safety Zone: Visitors Center Parking lot
Type of Structure: Commercial Primary Structures: 1 Outbuildings: 1
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves
Electrical Power: Generator Gas to Structure: Aboveground
Hazards: Terrain,Fuels,Animals
Hazard Notes: Loose footing, snakes,heat
Access to Site: T1 Engine
Best Access From: McKitrick Canyon rd

Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: 1-2 Hours
Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:20

Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 527
Structure Name: Private house near Pratt Drive
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 5.67882
GPS Location, Long. 104 44.84976

Safety Zone Present: Yes Where is Safety Zone:
Meadow in front of house could be used for small crew if needed and
improved with fire.

Type of Structure: Residential Primary Structures: 1 Outbuildings: 2
Surrounding Fuels: Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves,Other Receptor
Electrical Power: Overhead,Underground Gas to Structure: Underground
Hazards:
Hazard Notes: More overhead power lines in area.
Access to Site: T3/4 Engine
Best Access From: Locked gate on McKittrick Canyon road and locked gate on Pratt Drive. 1/4 mile walk from the latter.

Comm with ICP:
Water Source: None
Mitigation Time: Less Than An Hour
Notes: Not much prep but burning around and holding advised. Open eaves on main building need attention.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:16
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 512
Structure Name: Ship in the Desert outbuildings
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 57.49086
GPS Location, Long. 104 45.54948
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Mixed Use Primary Structures: 0 Outbuildings: 4
Surrounding Fuels: Shrub Defensible Space: None
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: Fuels
Hazard Notes: Overhead power lines. Limited turnaround at upper pump house. Propane tank present.
Access to Site: T3/4 Engine
Best Access From: Pratt Drive off of McKittrick Canyon Road.

Comm with ICP:
Water Source: Large Pond
Mitigation Time: 1-2 Hours
Notes: Upper pump house at N. 31•57.758' W. 104•46.214'  some of the outbuildings can be prepped and stand alone.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:23
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 511
Structure Name: Ship in the Desert
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 57.49164
GPS Location, Long. 104 45.55212
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Residential Primary Structures: 1 Outbuildings: 4
Surrounding Fuels: Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Rain Gutters
Electrical Power: Overhead,Underground Gas to Structure: Underground
Hazards: Fuels,Septic Tank

Hazard Notes:
Decadent brush. Heavy loading and continuous. Septic tank present. Propane tank present as well.
A lot of overhead power lines in the area.

Access to Site: T3/4 Engine
Best Access From: Pratt Drive off of McKittrick Canyon Road.

Comm with ICP:
Water Source: Faucet / Hose,Large Pond
Mitigation Time: 1-2 Hours
Notes: Photos of water source and main building.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:24
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 550
Structure Name: Bell springs trailer
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 5.59308
GPS Location, Long. 104 44.28396

Safety Zone Present: Yes Where is Safety Zone:

Safety zone is located up drainage to the west a quarter-mile from the
main structures and access is down into the drainage bottom. This safety
zone is for personnel only not equipment Escape routes are to the safety
zone described above or back out to Highway 180. Travel time is
approximately 5 to 10 minutes for both escape routes.

Type of Structure: Residential Primary Structures: 2 Outbuildings: 4
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Metal
Heat Traps: Open Eaves,Wood Deck
Electrical Power: Overhead Gas to Structure: Aboveground
Hazards: Fuels

Hazard Notes:
Fuels are thick brush on south side main structure heavy load of dead and down around propane
tanks and outbuildings also snags Light flashy continuous fuel

Access to Site: T3/4 Engine
Best Access From: HWY 180 Turnoff south of  mckitrick day use site and north of nickle  creek at white gate with top posts painted purple.

Combo lock code 8705.
Comm with ICP:
Water Source: Creek
Mitigation Time: 1-2 Hours
Other Resources
Needed to Protect:

One engine crew to protect. Hazard fuel removal around propane tanks and out buildings. Decrease vegetation around the
main structures and outbuildings and dig Handline around main structures and outbuildings.

Notes: Main structure is made out of metal secondary main structure has a metal roof wood siding open eaves and additional holes
and heat traps along the eaves. The other outbuildings one is made of metal the other is out of wood and two more metal
outbuildings up the drainage to the west about a quarter-mile from the main structures.
There are also overhead powerlines and multiple electrical boxes with minimal prep work needed.
Property is accessible by type 3 engine but also by a type 6 engine.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:47:59
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 546
Structure Name: Casa Roja (Ligon Ranch)
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.21686
GPS Location, Long. 104 46.07184
Safety Zone Present: Yes Where is Safety Zone: Ligon Ranch Office. 1/2 Mile Flat Terrain
Type of Structure: Residential Primary Structures: 1 Outbuildings: 0
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Wood Siding Material: Masonry
Heat Traps: Other Receptor
Electrical Power: Overhead Gas to Structure: Aboveground
Hazards:
Hazard Notes: LPG TANK
Access to Site: T3/4 Engine
Best Access From: Frontage road off of highway 180 around area of DP 26 (north side of HWY 180).  See Ligon Ranch Office Do Form for

further.
Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: 3-4 Hours
Other Resources
Needed to Protect:

Type 6 Engine with Crew of 3.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:04
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 544
Structure Name: Ligon Ranch Shop
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.31814
GPS Location, Long. 104 46.21272
Safety Zone Present: Yes Where is Safety Zone: Ligon Ranch Office.  1/2 mile flat terrain.
Type of Structure: Residential Primary Structures: 0 Outbuildings: 3
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: HazMat
Hazard Notes: Shop Contains paint and other Hazmat. Old Tires and old non running vehicles.  Old welding tanks.
Access to Site: T3/4 Engine
Best Access From: Ligon Ranch Road-see directions to Ligon Ranch Office

Comm with ICP:
Water Source: None
Mitigation Time: 2-3 Hours
Other Resources
Needed to Protect:

Type 6 Engine with 3 Person Crew

Notes: POWER LINE POLES SHOULD BE PREPPED.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:05
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 543
Structure Name: Office-Ligon Ranch
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.15128
GPS Location, Long. 104 46.09494
Safety Zone Present: Yes Where is Safety Zone: Property around building can be used as safety zone
Type of Structure: Mixed Use Primary Structures: 1 Outbuildings: 3
Surrounding Fuels: Grass,Shrub Defensible Space: >100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Masonry
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: Animals
Hazard Notes: Cattle on property-possible Bulls. Overhead power lines.
Access to Site: T3/4 Engine
Best Access From: From Nickel Creek area take frontage road on north side of highway to the west through Green gate (road is old pavement)

turns into Ligon Ranch Road.Approximately 1mile to ranch from highway.
Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: 1-2 Hours
Other Resources
Needed to Protect:

Type 6 Engine with 3 people should be sufficient.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:06
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 537
Structure Name: Creek House
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.29792
GPS Location, Long. 104 46.2117
Safety Zone Present: Yes Where is Safety Zone: Driveway large enough for one engine crew.
Type of Structure: Residential Primary Structures: 1 Outbuildings: 4
Surrounding Fuels: Grass,Shrub,Timber Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Wood
Heat Traps: Open Eaves,Wood Deck,Other Receptor
Electrical Power: Overhead,Underground Gas to Structure: Aboveground
Hazards: Terrain,Fuels,HazMat
Hazard Notes: Narrow road for access.
Access to Site: T6 Engine
Best Access From: Highway 54 to Kennedy creek Rd.

Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: 3-4 Hours
Other Resources
Needed to Protect:

Sprinklers

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:12
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 536
Structure Name: Kincaid estate
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.36266
GPS Location, Long. 104 44.75118
Safety Zone Present: Yes Where is Safety Zone: In front of hotel building along highway
Type of Structure: Mixed Use Primary Structures: 1 Outbuildings: 2
Surrounding Fuels: Grass,Shrub,Timber Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Wood
Heat Traps: Wood Deck
Electrical Power: Overhead,Underground,Generator Gas to Structure: Underground
Hazards: Terrain,Fuels,No Turn Around,Animals,Septic Tank
Hazard Notes: Limited access around back of property, old unoccupied buildings
Access to Site: T6 Engine
Best Access From: From highway 180

Comm with ICP:
Water Source: None
Mitigation Time: 3-4 Hours
Other Resources
Needed to Protect:

Holding tanks 3k gallon, mark 3, 2k foot hose order, 20 sprinklers water tender.

Notes: Jack Kincaid, longtime owner, retired NPS and fire, 915-828-3295

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:11
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 534
Structure Name: Tin steel shop
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.13658
GPS Location, Long. 104 4.61046
Safety Zone Present: Yes Where is Safety Zone: South of structure 20 yards.
Type of Structure: Mixed Use Primary Structures: 2 Outbuildings: 1
Surrounding Fuels: Grass,Shrub Defensible Space: 50-100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: Terrain,UXO
Access to Site: Handcrew
Best Access From: Two track from 180.

Comm with ICP:
Water Source: None
Mitigation Time: 3-4 Hours
Notes: Few broke down vehicles and welding gas in shop.

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:13
Photo 1 Photo 2



Structure Triage Information
Structure Number: 531
Structure Name: Turquoise Adobe
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 55.12506
GPS Location, Long. 104 46.01976
Safety Zone Present: Yes Where is Safety Zone:
Type of Structure: Residential Primary Structures: 1 Outbuildings: 5
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Wood Deck,Other Receptor
Electrical Power: Overhead,Underground Gas to Structure: None
Hazards: Owners,Animals
Hazard Notes: Angry Cows, possible electric fence
Access to Site: T6 Engine
Best Access From: Highway 54 to Kennedy creek RD.

Comm with ICP:
Water Source: Faucet / Hose,Large Pond
Mitigation Time: Less Than An Hour
Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:13

Photo 1 Photo 2
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Structure Triage Information
Structure Number: 528
Structure Name: Ligon Ranch
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 5.54916
GPS Location, Long. 104 45.51012
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Residential Primary Structures: 2 Outbuildings: 3
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves
Electrical Power: Overhead,Underground Gas to Structure: Underground
Hazards:
Hazard Notes: Overhead power lines
Access to Site: T3/4 Engine
Best Access From: Ligon Ranch road off of Hwy 180. Take first right and travel up the road.

Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: Less Than An Hour
Notes: No contact with home owner was made. Out buildings have open windows and partial wood construction. Main building is

defensible as is.
Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:15
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Locations and Mitigations:

Division K, (Pine Springs)

Entity (or group of properties) to be protected- Guadalupe National Park
service structures (579, 573, 524, 522, 514, 513) with misc infrastructure and out
buildings all located within the national park boundaries and on established and
signed Park Service roads east and west of State Highway 180/62.

Trigger point for protection- Will be determined by the current management
organization or team’s established MAP’s.

Access- Structures (579, 573, 524, 522, 514, and 513) are located directly east and
west of State Highway 180/62 on signed National Park Service roads.

Actions Taken:
· All identified structures and values at risk have been visually identified, GPS

mapped, triaged, and where authorized, mitigation work has taken place as
outlined in the individual triage sheets. In addition, all structures have been
categorized utilizing the following assessment factors, access and egress, building
construction, structure positioning, defensible space present, and special hazards
present on site.

· Suggested protection actions and mitigations have been identified for each
structure and outlined in each individual structure’s triage sheet.

· Crews assigned to the geographic area have familiarized themselves with the
identified structures and values at risk and the Management Action Points
(M.A.P.s) established and designated by the management team and fireline
leadership.

Protection actions needed when established M.A.P.s are reached:
· Recommendation of a minimum of 1 strike team of type 6 engines or greater with

appropriate overhead.
· Recommend additional fuels mitigation and defensible space preparation around

park structures where needed based on the observations and needs of the assigned
overhead in the area.

· Additional public safety resources (law enforcement, highway department) will be
needed to provide for road closures, security, and assist with evacuations if
needed.

· Provide adequate overhead for firefighter safety and management.



Structure Triage Information
Structure Number: 579
Structure Name: Dp 30
SubDivision: Guadalupe housing complex
GPS Location, Lat. 31 53.47272
GPS Location, Long. 104 48.73518
Safety Zone Present: Yes Where is Safety Zone: Onsite
Type of Structure: Mixed Use Primary Structures: 22 Outbuildings: 15
Surrounding Fuels: Grass Defensible Space: >100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Underground Gas to Structure: Underground
Hazards: HazMat
Hazard Notes: Fuel
Access to Site: T1 Engine
Best Access From: Highway 62

Comm with ICP:
Water Source: Hydrant
Mitigation Time: None Needed
Notes: Picture 1 entrance and overview

Picture 2 Texas DOT housing
Picture 3 park housing
Picture 4 fire cache dp 30

Collected By: DIV KILO Collected Date/Time: 05/28/2016 06:54:31
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 573
Structure Name: Dp 30
SubDivision: Guadalupe housing complex
GPS Location, Lat. 31 53.47272
GPS Location, Long. 104 48.73518
Safety Zone Present: Yes Where is Safety Zone: Onsite
Type of Structure: Mixed Use Primary Structures: 22 Outbuildings: 15
Surrounding Fuels: Grass Defensible Space: >100 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Underground Gas to Structure: Underground
Hazards: HazMat
Hazard Notes: Fuel
Access to Site: T1 Engine
Best Access From: Highway 62

Comm with ICP:
Water Source: Hydrant
Mitigation Time: None Needed
Notes: Picture 1 entrance and overview

Picture 2 Texas DOT housing
Picture 3 park housing
Picture 4 fire cache dp 30

Collected By: DIV KILO Collected Date/Time: 05/27/2016 08:16:45
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 524
Structure Name: Pine springs visitor center
SubDivision: Pine Springs
GPS Location, Lat. 31 53.65518
GPS Location, Long. 104 49.31916
Safety Zone Present: No Where is Safety Zone: Possibly, need to know how many people on site
Type of Structure: Residential Primary Structures: Outbuildings: 1
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Masonry
Heat Traps:
Electrical Power: Underground Gas to Structure: Aboveground
Hazards:

Hazard Notes:
Possible public
Generator and propane tanks

Access to Site: T1 Engine
Best Access From: Highway 62

Comm with ICP:
Water Source: Faucet / Hose,Hydrant
Mitigation Time: 1-2 Hours
Other Resources
Needed to Protect:

I type 3 engine

Notes: Generator and propane tanks accessed from service road in front. There could be Possible safety zones on site, but variable
depending on resources.

Collected By: DIV KILO Collected Date/Time: 05/27/2016 06:48:17
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 522
Structure Name: Trailhead , pine springs visitor center
SubDivision: Pine Springs
GPS Location, Lat. 31 0.05376
GPS Location, Long. 104 49.63518

Safety Zone Present: Yes Where is Safety Zone:
No, most likely would be ok, but with extreme fire behavior the best
option would be to leave

Type of Structure: Mixed Use Primary Structures: Outbuildings: 3
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Composite Siding Material: Masonry
Heat Traps:
Electrical Power: Gas to Structure:
Hazards: Fuels
Hazard Notes: There could be public around if it's still open
Access to Site: T1 Engine
Best Access From: Highway 62,

Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: Less Than An Hour
Notes: Trailhead kiosks and restrooms .

Collected By: DIV KILO Collected Date/Time: 05/27/2016 06:48:19
Photo 1 Photo 2



Structure Triage Information
Structure Number: 514
Structure Name: Horse corral trailhead
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 54.44004
GPS Location, Long. 104 4.8081
Safety Zone Present: Yes Where is Safety Zone: Highway 62 in vehicle
Type of Structure: Mixed Use Primary Structures: 0 Outbuildings: 0
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Composite Siding Material: Wood
Heat Traps:
Electrical Power: Overhead Gas to Structure: None
Hazards: Fuels
Access to Site: T1 Engine
Best Access From: Highway 62

Comm with ICP:
Water Source: None
Mitigation Time: None Needed
Notes: Garden hose hookups in horse corral

Collected By: DIV KILO Collected Date/Time: 05/27/2016 07:48:21
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 513
Structure Name: Firjole Ranch / Guadalupe Ranch
SubDivision: 180 / 62 Corridor
GPS Location, Lat. 31 54.40014
GPS Location, Long. 104 48.10146
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Residential Primary Structures: 1 Outbuildings: 7
Surrounding Fuels: Grass,Shrub Defensible Space: 50-100 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Wood Siding Material: Masonry
Heat Traps: Other Receptor
Electrical Power: Overhead,None Gas to Structure: None
Hazards: Fuels,Bridge Load Limits
Access to Site: T3/4 Engine
Best Access From: Highway 62/180

Comm with ICP:
Water Source: Faucet / Hose
Mitigation Time: 2-3 Hours
Other Resources
Needed to Protect:

Sprinklers, hoselays, and potentially a Type 1 crew to burnout around structures to completely mitigate potential for
structure loss.

Notes: Historic Orchard directly adjacent to the north will need a hoselay with sprinklers. Overall, and with expected fire residence
time, site could be prepped and left alone with minimal concerns. Potential safety zone exists for type 6 engine depending on
expected fire behavior and mitigation action taken on adjacent fuels.Collected By: DIV KILO Collected Date/Time: 05/27/2016 07:48:22
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Locations and Mitigations:
Division T, (Salt Flat)

Entity (or group of properties) to be protected- Salt Flat Structures (530, 525)
include the Williams Cabin and historic rest area.

Trigger point for protection-Will be determined by the current management
organization or team’s established MAP’s.

Access- Salt Flat Structures and values at risk are all accessed off of State Highway
180/62. Historic rest area is located approximately 3 miles south of park visitor’s
center on west side of State Highway 180/62 up on the hillside. Williams Cabin is
accessed off of unmarked two track road 8.0 miles south of Guadalupe National Park
visitor center on west of State Highway 180/62.

Actions Taken:
· All identified structures and values at risk have been visually identified, GPS

mapped, triaged, and where authorized mitigation work has taken place as
outlined in the individual triage sheets. In addition, all structures have been
categorized utilizing the following assessment factors, access and egress, building
construction, structure positioning, defensible space present, and special hazards
present on site.

· Suggested protection actions and mitigations have been identified for each
structure and outlined in each individual structure’s triage sheet.

· Crews assigned to the geographic area have familiarized themselves with the
identified structures and values at risk and the Management Action Points
(M.A.P.s) established and designated by the management team and fireline
leadership.

Protection actions needed when established M.A.P.s are reached:
· Recommend additional fuels mitigation and defensible space preparation around

park structure where needed based on the observations and needs of the assigned
overhead in the area.

· Additional public safety resources (law enforcement, highway department) will be
needed to provide for road closures and security if needed.

· Provide adequate overhead for firefighter safety and management.



Structure Triage Information
Structure Number: 525
Structure Name: Williams Cabin
SubDivision: Salt Flats
GPS Location, Lat. 31 52.99242
GPS Location, Long. 104 5.31066

Safety Zone Present: No Where is Safety Zone:
Creating your own Black, or travel out to the main 62 hwy, 11 miles south.
45 min travel time. Very rough road

Type of Structure: Other Primary Structures: 1 Outbuildings: 1
Other Type of
Structure:

Historic cabin.
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Wood Siding Material: Wood
Heat Traps: Open Eaves,Wood Deck,Other Receptor
Electrical Power: None Gas to Structure: None
Hazards: Terrain,Fuels
Hazard Notes: Light flashy fuels and access.
Access to Site:
Best Access From: Head south on the 62 hwy past the visitors center. At mm 122 take the right turn flagged in pink. Need the key from the

Guadeloupe visitors center to access the two gates. Chase truck or ranger only can drive this road. No engines or hand few
buggies.Comm with ICP:

Water Source: None
Mitigation Time: 4-5 Hours
Other Resources
Needed to Protect:

There is a corral close to the house that would need prepped

Collected By: DIV TANGO Collected Date/Time: 05/27/2016 07:48:18
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 530
Structure Name: Historical rest area
SubDivision: Salt Flats
GPS Location, Lat. 31 51.78552
GPS Location, Long. 104 49.86924
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 0 Outbuildings: 1
Other Type of
Structure:

Old abandoned rest area foundation and wood shade structure left
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Wood Siding Material: Masonry
Heat Traps:
Electrical Power: None Gas to Structure: None
Hazards: Terrain
Hazard Notes: Bad access. Steep drop offs on one side of structure
Access to Site: Handcrew
Best Access From: Small pull out on east side need to follow old road base sever hundred yards to structure

Comm with ICP:
Water Source: None
Mitigation Time: 2-3 Hours
Other Resources
Needed to Protect:

A few saw teams should be able to prep the area in a few hours. Just need to brush around the foundation and with in the
foundation

Collected By: DIV TANGO Collected Date/Time: 05/27/2016 07:48:14
Photo 1 Photo 2



538 Pine
top cabin

524 Pine
Springs

Visitor Center

Bush
Mountain

H-2

H-1

Williams
Ranch
House

Bridge

Coyote Fire Structure Assessment (SALT FLATS)
Miles

0 0.5 1 ¯
! Drop Point

â Helispot
óóCompleted Dozer Line

Completed Line

Permanent Stream

Permanent Stream - NO retardant

Trails Official

Mixed Conifer() Division Uncontrolled Fire Edge

""̄̄ÿ ▯ Mobile Weather Unit Powerpoles Veg Cleared

ÑÕ Repeater ÑèÕ Repeater - Non USE

ÑØ Water Source

Structure

Driveable Roads
Roads Not Maintained

AA Powerlines

VARSX

!!

DIV T



Locations and Mitigations:

Division G, K,T (Wilderness Area )

Entity (or group of properties) to be protected- Wilderness structures and
vales at risk (582, 567, 540, 539, 538, 509, 508) include four remote historic cabins,
one RAWS site (Bowl RAWS), and one repeater site (Frijole Repeater).

Trigger point for protection- Will be determined by the current management
organization or team’s established MAP’s.

Access- Access to all wilderness values at risk (582, 587, 540, 539, 538, 509, and
508) are reached through the park trail systems or by rotor wing aircraft.

Actions Taken:
· All identified structures and values at risk have been visually identified, GPS

mapped, triaged, and where authorized mitigation work has taken place as
outlined in the individual triage sheets. In addition, all structures have been
categorized utilizing the following assessment factors, access and egress, building
construction, structure positioning, defensible space present, and special hazards
present on site.

· Suggested protection actions and mitigations have been identified for each
structure and outlined in each individual structure’s triage sheet.

· Crews assigned in the geographic area have familiarized themselves with the
identified structures and values at risk and the Management Action Points
(M.A.P.s) established and designated by the management team and fireline
leadership.

Protection actions needed when established M.A.P.s are reached:
· Recommend additional fuels mitigation and defensible space preparation around

structures, park infrastructure (repeater sites, RAWS sites), and where needed
based on the observations and needs of the assigned overhead in the area.

· Consider firing operations around infrastructure (repeater sites / RAWS sites) that
have not already been impacted in the burned area if established M.A.P.s are
reached and sites are threatened.

· Consider or wrapping infrastructure when M.A.P.s are reached



Structure Triage Information
Structure Number: 582
Structure Name: Frijole Repeater
SubDivision: Wilderness Area
GPS Location, Lat. 31 56.82864
GPS Location, Long. 104 47.38698
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: Outbuildings: 1
Other Type of
Structure:

Repeater.   Only real exposure would be the solar panel.
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Prep and Hold
Roof Material: Metal Siding Material: Metal
Heat Traps:
Electrical Power: Solar/Wind Gas to Structure: None
Hazards: Terrain
Access to Site:
Best Access From: Flight only.

Comm with ICP:
Water Source: None
Mitigation Time: 2-3 Hours
Other Resources
Needed to Protect:

Crews would need to be flow in to prep around structure.   Flight would be dependent on pilot finding a place to set down.

Notes: This structure would need to have crew flow in and prep around structure.  Thinning around repeater site should not take
long.   Cleaning up some ground fuels and thinning out some brush would be all that is needed.   Should be easily done by a
Helitack crew.Collected By: DIV KILO Collected Date/Time: 05/28/2016 10:05:04
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Structure Triage Information
Structure Number: 567
Structure Name: Guadalupe Peak Bridge
SubDivision: Pine Springs
GPS Location, Lat. 31 53.48322
GPS Location, Long. 104 51.65238
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 1 Outbuildings: 1
Surrounding Fuels: None Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Wood Siding Material: Wood
Heat Traps: Other Receptor
Electrical Power: None Gas to Structure: None
Hazards: Terrain
Hazard Notes: Terrain surrounding bridge.
Access to Site: Handcrew
Best Access From: Crews would have to hike in from Pine Springs Campground up the Gaudalupe Peak Trail.  Total time to hike in, prep and

hike out would be expected to be 7 - 8 hours.
Comm with ICP:
Water Source: None
Mitigation Time: More Than 5 Hours
Other Resources
Needed to Protect:

1 Hand crew with structure wrap.

Notes: Recommendation would be to hike a Crew (IHC preferred) in from the Pine Springs Campground to wrap the bridge.  Time to
hike the crew in, complete the work and hike back out would be 7-8 hours.

Collected By: DIV TANGO Collected Date/Time: 05/27/2016 07:25:27
Photo 1 Photo 2



Structure Triage Information
Structure Number: 540
Structure Name: Bowl Cabin
SubDivision: Wilderness Area
GPS Location, Lat. 31 55.75284
GPS Location, Long. 104 49.71642
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 1 Outbuildings: 1
Other Type of
Structure:

Historical cabin/fire cache
Surrounding Fuels: Grass,Timber Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Wood
Heat Traps: Open Eaves,Other Receptor
Electrical Power: None Gas to Structure: None
Hazards: Terrain,Fuels
Access to Site: Handcrew
Best Access From: H1

Comm with ICP:
Water Source: None
Mitigation Time: None Needed
Other Resources
Needed to Protect:

Aerial ignitions before main fire

Collected By: DIV KILO Collected Date/Time: 05/27/2016 07:48:07
Photo 1 Photo 2

Photo 3 Photo 4



Structure Triage Information
Structure Number: 539
Structure Name: Bowl RAWS
SubDivision: Wilderness Area
GPS Location, Lat. 31 55.86216
GPS Location, Long. 104 4.94994
Safety Zone Present: No Where is Safety Zone: RAWS
Type of Structure: Other Primary Structures: 0 Outbuildings: 0
Other Type of
Structure:

Single tower
Surrounding Fuels: Grass,Shrub Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Metal
Heat Traps: Other Receptor
Electrical Power: Solar/Wind Gas to Structure: None
Hazards: Terrain,Fuels
Access to Site: Handcrew
Best Access From: H1

Comm with ICP:
Water Source: None
Mitigation Time: None Needed
Other Resources
Needed to Protect:

Aerial ignitions

Collected By: DIV KILO Collected Date/Time: 05/27/2016 07:48:10
Photo 1 Photo 2
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Structure Triage Information
Structure Number: 538
Structure Name: Pine top cabin
SubDivision: Wilderness Area
GPS Location, Lat. 31 55.18734
GPS Location, Long. 104 50.62674
Safety Zone Present: No Where is Safety Zone: NA
Type of Structure: Other Primary Structures: 1 Outbuildings: 0
Other Type of
Structure:

NPS cabin
Surrounding Fuels: Grass,Timber Defensible Space: 30-50 Feet
Structure Triage
Category: Defensible, Stand Alone
Roof Material: Metal Siding Material: Wood
Heat Traps: Open Eaves,Wood Deck,Rain Gutters
Electrical Power: Solar/Wind Gas to Structure: None
Hazards: Terrain,Fuels,HazMat
Hazard Notes: Lose footing, propane, snags
Access to Site: Handcrew
Best Access From: Tejas trail

Comm with ICP:
Water Source: Porta-Tank/Pumpkin
Mitigation Time: None Needed
Other Resources
Needed to Protect:

Structure rap

Notes: Cabin is elevated 1.5 feet. Trees surrounding the cabin are ringed and preped.

Collected By: DIV TANGO Collected Date/Time: 05/27/2016 07:48:08
Photo 1 Photo 2
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Structure Triage Information
Structure Number: 509
Structure Name: Hunters Cabin
SubDivision: Wilderness Area
GPS Location, Lat. 31 0.58182
GPS Location, Long. 104 47.31318
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 1 Outbuildings: 0
Other Type of
Structure:

Historical Cabin
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Non-Defensible, Rescue, Drive By
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves,Wood Deck
Electrical Power: None Gas to Structure: None
Hazards: Terrain,Fuels
Hazard Notes: Historical site with many abandoned buildings
Access to Site: Handcrew
Best Access From:

Comm with ICP:
Water Source: None
Mitigation Time: More Than 5 Hours
Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:25
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Structure Triage Information
Structure Number: 508
Structure Name: Pratt Cabin
SubDivision: Wilderness Area
GPS Location, Lat. 31 59.02818
GPS Location, Long. 104 46.84434
Safety Zone Present: No Where is Safety Zone:
Type of Structure: Other Primary Structures: 1 Outbuildings: 0
Other Type of
Structure:

Historical Cabin
Surrounding Fuels: Grass,Shrub Defensible Space: None
Structure Triage
Category: Non-Defensible, Prep and Leave
Roof Material: Metal Siding Material: Masonry
Heat Traps: Open Eaves,Wood Deck
Electrical Power: None Gas to Structure: None
Hazards: Terrain,Fuels
Access to Site: Handcrew
Best Access From:

Comm with ICP:
Water Source: None
Mitigation Time: 4-5 Hours
Notes: Created from gps position and verbal info

Collected By: DIV GULF Collected Date/Time: 05/27/2016 07:48:33
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Appendix A Coyote Incident Map
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Appendix B Coyote Incident M.A.P.s
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Appendix C Division A/D
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Appendix D Division G (180/62 Corridor)
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Appendix E Division K (Pine Springs)



522 Trailhead
pine springs
visitor center

540 Bowl
Cabin

546 Casa Roja
(Ligon Ranch)

537 Creek
House

514 Horse
Corral

Trailhead

513
Storage
Shed

543 Office
Ligon
Ranch

531 Turquoise
Adobe

534 Tin
Steel Shop

544 Ligonn
Ranch Shop

)(

DP-30Pine
Springs
HS

Pinery
RAWS

Frijole
Ranch

Guadalupe
Ranch

NPS
Housing

Coyote Fire Structure Assessment PINE SPRINGS
Miles

0 0.5 1 ¯
! Drop Point

â Helispot
óóCompleted Dozer Line

Completed Line

Permanent Stream

Permanent Stream - NO retardant

Trails Official

Mixed Conifer() Division Uncontrolled Fire Edge

""̄̄ÿ ▯ Mobile Weather Unit Powerpoles Veg Cleared

ÑÕ Repeater ÑèÕ Repeater - Non USE

ÑØ Water Source

Structure

Driveable Roads
Roads Not Maintained

AA Powerlines

VARSX

!!

DIV K

DIV G



Appendix F Division T (Salt Flats)
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